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SPECIFICATION SUMMARY [Metric Units]
(Serial No. 52304 & Subsequent)

WEIGHTS KG
Standard Configuration Weight (Note 7) 1056
Normal Gross Weight 2018
External Load Gross Weight 2064
Standard Configuration Useful Load (Gross Weight-Standard Configuration) 962
Maximum External Load (Cargo Hook Limit) 907

Note 1: Includes 5.9 kilograms of engine oil. Ballastis notincluded in standard configuration
weight (ballast is a function of installed equipment).

PERFORMANCE SUMMARY: (International Standard Day Except as Noted)

+ « + REFER TO DEMONSTRATED TAKEOFF & LANDING AND MAXIMUM OPERATING ALTITUDE MOTES ON THE PERFORMANCE CHARTS = » «

TAKEOFF, GROSS WEIGHT KG 1633 1814 2064
IGE Hovering Ceiling ISA M 6096+ 5464 3048
(0.8M skid height) ISA+20 C M 5578 4602 2356
ISA+30 C M 5029 3993 2030
OGE Hovering Ceiling ISA M 5060 4145 1981
ISA+20 C M 4026 3200 1280
ISA+30 C M 3505 2316 945
Service Ceiling MCP, ISA M 6096+ 6096+ 3048
(0.5 M/S) ISA+20 C M 6096+ 5883 2356
ISA+30 C M 6096+ 5273 2030
Range @ LRC Speed
(Average Gross Weight, |1SA,SL km 623 615 600
Full Fuel) ISA,SL km/h 215 211 207
ISA,1524 M km 708 689 662
ISA,1524 M km/h 219 217 211
MCP Speed @ Takeoff ISA,SL km 213 209 204
Gross Weight ISA+20 C,SL km 219 213 206
ISA,1524 M km/h 222 217 206
ISA+20 C,1524M km/h 226 219 198
Endurance @ Loiter 96 km/h I1SA,SL hr 3.9 3.8 3.7
(No Reserve) ISA,1524M hr 4.5 4.3 41
ENGINE POWER RATINGS:
(Rolls-Royce 250-C30P)Uninstalled Thermodynamic Rating
Takeoff , kKW 541
Maximum Continuous, kW 470
TRANSMISSION RATING:
Takeoff , kW 365
Maximum Continuous, kW 277
FUEL:
Type Aviation Turbine
Capacity (Usable) 419.0 Liters
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